
extended to the desired height.

connector. Thread the enclosed Zip-Tvie through the grommet on the flag and close it around the

the joints of the pole.

CAUTION

CAUTION

overhead hazards.

above ground with stakes or other fasteners.

Step 1. Make sure you have all the tools necessary to complete the job. Once you start 
mixing concrete, you must complete the process and pour the concrete rapidly.

Step 2. Select an area that will be secure, free, from trees, buildings, electrical wires, or 
other elements that might block air flow or create a hazard.

Step 3. Dig out a hole that is approximately 24” deep and 12” to 18” wide. Place the 

of the hole. This will help hold the ground sleeve upright while pouring the cement).

Step 4
the hole around the ground sleeve (Tip: Cover the opening of the ground sleeve with a 

Step 5.

Step 6. Let the cement dry for one day before installing the Super Pole and flying your favorite flag. Always 

in high winds.

Note: Remove the flag or banner when wind speed is above 30 mph.
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TEMPORARY GROUND STAKE INSTALLATION
1. Ground hardness varies from site to site, so each installation is unique
2. Using a 2x4 piece of wood over the open end of the the ground spike, hammer
in the ground spike.  The Deeper the spike the less chance for the spike to shift.
3. The heavier the hammer, the easier it will be hammer in.

** There may be extra small parts.  These are for 3’x5’ �ag setups.


